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Product Receptacle Properties / Fields of Application 

NEUKADUR Release Agent SE New 
1.5 kg canister 
3.5 kg canister 

liquid 
based on wax and silicone, flashing off quickly 

NEUKADUR Release Agent N 
1.5 kg canister 
4.0 kg canister 

liquid 
based on wax, flash-off time approx. 45 min 

NEUKADUR Release Wax TW 
250 g can 
750 g can 

pasty 
based on wax 

NEUKADUR Release Spray P 6 500 ml spray can 
sprayable 
based on wax 

NEUKADUR Release Agent P 6 liquid 
1.5 kg canister 
3.5 kg canister 
20 kg canister 

liquid 
based on wax 

NEUKASIL Release Agent S 50 1 kg canister 
liquid 
silicone-containing, solvent-free 

NEUKADUR Release Agent PVA 
1 kg bottle 

5 kg canister 
20 kg canister 

polyvinyl alcohol, film-forming 

NEUKADUR Release Spray HT 500 ml spray can 
temperature-resistant release agent for  moulds 
exposed to high temperatures of up to approx. 140 °C 

NEUKADUR Release Spray SPT 400 ml spray can 
wax-free heavy-duty release agent with  
semipermanent properties 

NEUKASIL Silicone Spray 400 ml spray can 
sprayable 
based on silicone 

 

 

How to process the material 

NEUKADUR Release Agent SE New 
Handling like NEUKADUR Release Agent N. Flash-off time: approx. 5 minutes 
 
NEUKADUR Release Agent N 
Prior to use, shake receptacle intensively. Liquid, low-odour wax release agent. Silicone-free. High-quality wax combination 
in a mild smelling solvent. Particularly for the release of epoxy resins and polyurethanes from metallic and sucking substrates. 
Most of the paint finishes and plastics are not attacked by NEUKADUR  Release Agent N. 
Apply in a thin layer by means of a spray gun or brush. After a short drying time (30 to 60 minutes) proceed to polishing. We 
recommend thin films. To obtain an optimal release layer, repeat this action. In case of sucking substrates, apply NEUKADUR 

Release Agent N thinly several times. Polish after each application. 
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NEUKADUR Release Wax TW 
Soft, pasty, low-odour wax release agent. Silicone-free. High-quality wax combination in a mild smelling solvent. Particularly 
for the release of epoxy resins and polyurethanes from metallic and sucking substrates. Most of the paint finishes and plastics 
are not attacked by NEUKADUR  Release Wax TW. Apply in a thin layer by means of a soft cloth. After a short drying time (30 
to 60 minutes) proceed to polishing. If necessary, repeat this action. In case of sucking substrates, apply NEUKADUR Release 
Wax TW thinly several times. Polish after each application. 
 
NEUKADUR Release Spray P 6 
Release spray, silicone-free, for epoxy resins, polyurethane compounds, silicone rubber and polyester resins. During the 
application, the protecting surface should obtain an even and thin film of release agent. The best way to achieve a thin film 
of release agent is to spray the material slowly and evenly from a distance of 20 - 30 cm over the surface. The film of release 
agent can practically be polished immediately (approx. 2 min) after the application by means of a soft cloth. You will obtain 
an excellent gloss without any efforts.  
 
NEUKADUR Release Agent P 6 liquid  
Shake intensively before use. NEUKADUR Release Agent P 6 FL is used in an undiluted state. Take care that all areas are 

wetted evenly with release agent. Therefore, apply the release agent thinly and evenly by hand or by means of a spraying 

system.  

The contained solvents are highly inflammable. Do not smoke while processing the material! Observe the information in 

the VDG Specification ”Release Agents“. The dried release agent surface can be polished easily with a soft cloth and then 

constitutes a very adhesive surface of high quality. Multiple demouldings are possible.  

 

NEUKASIL Release Agent S 50 
Silicone-containing release agent. Apply in a very thin layer by means of a brush or a soft cloth.  No drying. Silicone film 
remains preserved. Casts cannot be painted.  
 
NEUKADUR Release Agent PVA 
Polyvinyl alcohol in an aqueous, alcoholic solution. Blue-coloured. Apply in a thin layer by means of a brush and let the 
same begin to dry.  
 
NEUKADUR Release Spray HT 
Applications where silicone-containing release agents cannot be used and demands are made on a high temperature 

resistance. Shake intensively prior to use. Clean the moulds thoroughly from residual dirt and residual release agent. After 

that, apply the NEUKADUR Release Spray HT thinly and evenly. Take care that all areas are wetted evenly with release 

spray.  

 

NEUKADUR Release Spray SPT 

Before using NEUKADUR Release Spray SPT, clean the moulds thoroughly from residual dirt and residual release agent. 

Then apply NEUKADUR Release Spray SPT thinly and evenly.  

 
NEUKASIL Silicone Spray 
Silicone-containing release spray. After the spray application, spread out the silicone film by means of a soft cloth. Casts 
cannot be painted. 
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General information 
Polish under slight pressure with a soft cotton cloth. When polishing with a polishing disk, take care that you do not apply 
too much pressure as this would result in an overheating and thus in a softening of the release agent film.  
Spray filler and/or spray putty may have a negative influence on the release effect. We recommend carrying out pretrials at 
all events and repeating the application of release agent several times in case of a bad release effect.  
 

 

Storage 
We recommend keeping the material in tightly closed original receptacles at temperatures of 20 - 25 °C. When duly stored, 

the material can be used within the shelf life indicated on the labels (the first 2 digits of the batch number indicate the 

week, the 3rd digit indicates the year).  

 

 

Measure of precaution 

With the aid of the current safety data sheets, which contain physical, ecological, toxicological and other data relating to 

safety, the user can inform himself on the safe handling and storage of the products. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 www.altropol.de  

 Altropol Kunststoff GmbH  Rudolf-Diesel-Straße  9 - 13  D-23617 Stockelsdorf  Tel. +49 (0)451-499 60-0  

 Fax. +49 (0)451-499 60-20  E - Mail: info@altropol.de  

Our technical service - in words, in writing or by trials - is given according to the current state of our knowledge. It does however not relieve the 
customer/user from the duty to check by himself if the products supplied by us are suitable for the intended processes and purposes. Application, use 
and processing of the products take place beyond our control possibilities and lie therefore exclusively in the area of responsibility of the processor. Any 
existing property rights of third parties are to be considered. We guarantee the perfect quality of our products in accordance with our general terms and 
conditions of business. When handling our products you have to observe the legal rules and the rules for the industrial hygiene. As for the rest, we refer 
to the corresponding safety data sheets. 
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