Aitosl B0 altropol

Main features Applications
e rigid connection with the substrate e new construction and rehabilitation
e Dbreathable o for cellars, flat roofs, underground car parks,
e non-inflammable balconies, terraces and soleplates
e has a solidifying effect on the substrate e concrete, screed, mortar, plaster, clay
e increases the resistance to abrasion, scratching and
scrub
e high penetration capability due to an optimized
viscosity

e resistant to acid and weakly alkaline stress
e resistant to weathering

e non-toxic after curing

e deep-acting and stable in the long run

Intended purpose

For the reduction of capillary absorbency and under observation of given technological stipulations also as sealing for all
vertical and horizontal, mineral and alkaline substrates. Usable on dry and moist, cleaned substrates.

Properties
Altrosil BETO

Form liquid, non-inflammable, odourless, solvent-free
Colour colourless
Processing* depending on the substrate. Do not use the material below 5° C
Rainproof after* h approx. 24
Safe to walk on after* min approx. 30
Cured after* d >28
Further coatings possible h > 48, only with water-soluble, open-pored materials,
after* other coatings only after curing
Consumption per m? depending on the nature of the substrate 0.3 liters

(* dependent on ambient conditions)

Equipment

- broom, brush, pressure washer or similar for the cleaning of the substrate
- brush, surface roller or sprayer for the application of Altrosil BETO

- adequate protective clothing (safety goggles and safety gloves)
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How to process the material

Depending on the nature of the substrate, the surface should be pretreated with a high-pressure cleaner. The aim is to clean
the surface to be treated and to remove old paints and loose parts of building material.

Before applying the material, we recommend testing the absorbency of the substrate at a trial area. Afterwards, fill the cracks
and holes with cement mortar. Pretreat the surfaces with Altrosil BETO.

Shake Altrosil BETO well before use.

In case of walls, apply Altrosil BETO evenly from bottom to top.

If you apply Altrosil BETO by means of a sprayer, observe a distance of 25 to 30 cm.

After having applied the material, check if the substrate can absorb still more Altrosil BETO. Here applies the rule: “Less is
more”.

After having waited for 10 minutes, take up the excessive material.

Avoid wettings of glass and aluminium. In case of contact, wash off with water immediately.

Depending on the substrate, Altrosil BETO may lead to color changes.

Form of delivery
Altrosil BETO 5 liters 10 liters 20 liters Bigger receptacles on request

Storage
At 10 to 30 °Cin non-opened receptacles: 12 months. Use up opened receptacles within 6 months.

Recommendation

- Shake well before use

- Use the product undiluted

- Before starting to work create a test area
- Protect from frost

- Keep away from children

- Please observe the safety data sheets

Measure of precaution
Users should make use of the current safety data sheets, which contain physical, ecological, toxicological and other data
relating to safety, to inform themselves on the safe handling and storage of products.

Our technical service - in words, in writing or by trials - is given according to the current state of our knowledge. It does however not relieve the customer /
user from the duty to check by himself if the products supplied by us are suitable for the intended processes and purposes. Application, use and processing of
the products take place beyond our control possibilities and lie therefore exclusively in the area of responsibility of the processor. Any existing property rights
of third parties are to be considered. We guarantee the perfect quality of our products in accordance with our general terms and conditions of business. When
handling our products you have to observe the legal rules and the rules for the industrial hygiene. As for the rest, we refer to the corresponding safety data

sheets.
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