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Properties in the non-crosslinked state (approx. values) 

  NEUKADUR 
PN 9723–A90-20 

Comp. A 

AltroClimb  
007 Komp. B2 

NEUKADUR 
PN 9723-A35-20 

Comp. A 

AltroClimb 
 007 Komp. B2 

Colour  whitish 
transparent – 
light yellowish 

whitish 
transparent – 
light yellowish 

Mixing ratio p.b.w. 100 48 100 18 

Density (20 °C) g/cm3 1.05 1.20 1.05 1.20 

Viscosity (25 °C) mPa·s 900 450 200 450 

 

Properties of the mixture (approx. values)  

Mixed viscosity (25 °C) mPa·s  650 250 

Pot life (25 °C) minutes  20 20 

Demoulding time (70 °C) hours  2 2 

Hardness Shore A DIN 53505 90 35 

 

Mechanical values after 1 hour of tempering at 70 ° C (approx. values) 

Tensile strength MPa DIN 53455 5 2 

Tensile elongation % DIN 53455 157 170 

Resistance to tear  
propagation 

N/mm ASTM D 624 B 32 5 

Dimensional stability  
under heat 

Martens °C DIN 53458 80 70 

Linear change of length % 500 x 50 x 3 mm * * 
* work in progress 

          
Shore hardness A 80 A 75 A 70 A 65 A 60 A 55 A 50 A 45 A 40 

NEUKADUR  
PN 9723 A90 Comp. A 

85.90 60.00 49.00 36.20 22.50 18.80 14.00 7.00 4.70 

NEUKADUR 
PN 9723 A35 Comp. A 

14.10 40.00 51.00 63.80 77.50 81.20 86.00 93.00 95.30 

 100 100 100 100 100 100 100 100 100 

AltroClimb 007 Komp. B2 44 36 33 29 25 24 22 20 19 

Pot-life [min.] 15 11 13 14 17 18 20 20 20 

 

 

Main features 

• easy Shore A variation 

• one hardener 

• very high elongation  

• application by hand or machine 

• very good flowability 

• also usable as vacuum casting resin 

• flexible at low temperatures 

• styrene resistant 

Applications 

• prototyping 

• production of parts 

• moulds and patterns 
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How to process the material 

NEUKADUR PN 9723-A 90-20 Comp. A and NEUKADUR PN 9723-A 35-20 Comp. A as well as the hardener AltroClimb 007 

Comp. B2 are sensitive to low temperatures and may crystallize at temperatures below + 18 ° C. This process is reversible at 

approx.  30 - 60 ° C. 

 

For the individual adjustment of the Shore A hardness, NEUKADUR PN 9723-A 90-20 Comp. A is miscible with NEUKADUR    

PN 9723-A 35-20 Comp A. Please refer to our separate mixing table for the exact volume ratios. 

The higher the proportion of NEUKADUR PN 9723-A 35-20 Comp. A in the mixture with NEUKADUR PN 9723-A 90-20 is, the 

more the pot life can be shortened. 

 

Before use, stir up NEUKADUR PN 9723-A 90-20 Comp. A and NEUKADUR PN 9723-A 35-20 Comp. A thoroughly. 

 

The above-mentioned mechanical values are only obtained after the above-described tempering. 

 

For release agents, please visit our homepage under http://www.altropol.de/en/produkte/weitere-produkte/trennmittel 

 

 

Form of delivery 

NEUKADUR PN 9723-A90-20 Comp. A  on request  

NEUKADUR PN 9723-A35-20 Comp. A  on request  

AltroClimb 007 Comp. B2  on request  

 

 

Storage 
We recommend keeping the material in tightly closed original receptacles at temperatures of 20 - 25 °C. When duly stored, 

the material can be used within the shelf life indicated on the labels (the first 2 digits of the batch number indicate the week, 

the 3rd digit indicates the year).  

 

 

Measure of precaution 

With the aid of the current safety data sheets, which contain physical, ecological, toxicological and other data relating to 

safety, the user can inform himself on the safe handling and storage of the products. 
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data sheets. 
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